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SIP Fireball 1822
Infrared Diesel/Paraffin

Space Heater

ITEM No: 09312

e 230v (13A) supply

* 100,000 BTU/hr (35kW) heat output

¢ Heavy-duty casing

e 40 litre steel fuel tank

* Timed ventilation cools combustion chamber
Adjustable tilting head

£879+ I Erf

SIP 10” Industrial Metal-Cutting
Circular Saw

ITEM No: 01554
230v (13A) input supply
e 1.1kW (1.5hp) motor
Cutting capacity:

@ 90°: 75 x 45mm (box) /
60mm diameter (round)

@ 45° 55 x 45mm (box) / ;
55mm diameter (round) ’
. 4
e 250mm max. blade size P TGLEVICE RTTE
42rpm blade speed CUT-OFF CLAMP

¢ Designed for cutting ferrous metals

¢ Cast iron machine head and base 99
Single vice with cut-off clamp £1, 169 2

* External coolant filter Ex. VAT

OFFERS RUN FROM 1%t FEBRUARY to 31t MARCH 2020
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| SIP Fireball 215XD

b

i ITEM No: 09570

* 230v (13amp) input supply

* 215,000 BTU/hr (63kW) output

* 1500m3 (52,972 cu.ft) heating area
50 litre fuel tank capacity for longer use
* 3.6litre/hour average fuel consumption

* Powder-coated finish for added durability

I * Steel tank construction for longer life

SIP Fireball 74XRDT Infrared
Diesel/Paraffin Space Heater

ITEM No: 09311

* 230v (13A) supply

* 70,000 BTU/hr (20kW)
heat output

* 12 litre fuel tank
* Thermostatic control

¢ Heavy-duty pa
 Timed cooling

* Infrared heats
than air

Ssip

SIPINDUSTRIAL

{ Diesel/Paraffin Space Heater

* Thermostat & digjtal temperature readout

combustion chamber

Complian

SIP Fireball 1822 Infrared
Diesel/Paraffin Space Heater

ITEM No: 09312
* 230v (13A) supply

* 100,000 BTU/hr (35kW)
heat output

¢ Heavy-duty casing

inted finish
of the

* 40 litre steel fuel tank

* Timed ventilation cools
combustion chamber

objects rather ¢ Adjustable tilting head

ENGINEERING OFFERS



L Compliant

SIP Fireball Wheel Kit
for Fireball 75XD

ITEM No: 09563 SIP Fireball Heater Service Kits
) glrg%iloe watr PW24-00140

Diesel/Paraffin heater * For use with 09562
* Includes 2x wheels, PW24-00141

handle and fixing
brackets

£34.%°

Ex. VAT

* For use with 09564, c
09566, 09568, 09570
£19°
Ex. VAT

Model SIP Fireball 75XD  SIP Fireball 100XD SIP Fireball 125XD  SIP Fireball 175XD

Diesel/Paraffin Diesel/Paraffin Diesel/Paraffin Diesel/Paraffin
Input Supply 230v (13A) 230v (13A) 230v (13A) 230v (13A)
Maximum 75,000 BTU/hr 100,000 BTU/hr 125,000 BTU/hr 175,000 BTU/hr
Heat Output (22kW) (29.3kW) (36.6kW) (51.3kW)
Approx. 530m? 700m? 900m?® 1230m?3
Heating Area (18,717cu/ft) (24,720cu/ft) (31,783cu/ft) (43,437cu/ft)
Av. Fuel Consumption 1.4ltr/hr 1.8ltr/hr 2.51tr/hr 3ltr/hr
Fuel Tank Capacity 20 litres 40 litres 40 litres 50 litres
Finish Powder-coated Powder-coated Powder-coated Powder-coated
Wheel Mounted X v v v
Weight 14.5kg 26.8 kg 26.8 kg 31kg
m £249% | £328% | £349% | £3999
Ex. VAT Ex. VAT Ex. VAT Ex. VAT
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST USI
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SIP Professional Dual Voltage
Propane Heaters

409275

Model SIP Fireball SIP Fireball SIP Fireball SIP Fireball
1071DV Propane 1602DV Propane 2661DV Propane 2901DV Propane
Input Supply 230v/110v 230v/110v 230v/110v 230v/ 110v
Maximum 107,000 BTU/hr 160,000 BTU/hr 226,000 BTU/hr 290,000 BTU/hr
Heat Output (31.4kw) (46.9kW) (66.2kW) (85kW)
Approx. 718m® 1,074m? 1,517m? 1,946m?
Heating Area (25,355¢u/ft) (37,927cu/ft) (53,572¢cu/ft) (68,722cu/ft)
Av. Fuel Consumption 1 - 2kg/hr 1.45 - 2.98kg/hr 2.1 - 4.27kg/hr 2.51 - 5.28kg/hr
Finish Stainless Steel Stainless Steel Stainless Steel Stainless Steel
Wheel Mounted X X X X
Weight 13.1kg 14.7 kg 17.2kg 19.2 kg

| Price| £209™ | £329% | £420% | £469%

SIP Propane Heaters

L Compliant

4 _)!‘ Slp ENGINEERING OFFERS
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4 09276

INILVIH

09278

SIP Fireball
3711DV Propane

230v/110v

371,000 BTU/r
(108.7kW)

2,490m?
(87,934cu/ft)

3.09 - 6.89kg/hr
Stainless Steel

| lftemNo | 09287 09288 00289 | 0s291

Model SIP Fireball 342 SIP Fireball 512  SIP Fireball 1030  SIP Fireball 1706

Propane Propane Propane Propane
Input Supply 230v (13A) 230v (13A) 230v (13A) 230v (13A)
Maximum 34,121 BTU/hr 51,182 BTU/hr 102,364 BTU/hr 170,607 BTU/hr
Heat Output (10KW) (15kW) (30kW) (50kW)
Approx. 230m?® 345m? 690m?* 1,145m?
Heating Area (8,122¢cu/ft) (12,181 cu/ft) (24,367cu/ft) (40,435¢u/ft)
Av. Fuel Consumption 0.73kg/hr 1.09kg/hr 2.18kg/hr 3.63kg/hr
Finish Powder-coated Powder-coated Powder-coated Powder-coated
Weight 3.8 kg 3.8kg 5.8 kg 7.9 kg

| Price| £93 | £108% | £148% | £178%

P. .
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST dSI 5
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SIP Electric
Fan Heaters

HEATERS

09128 p

400V 4
_3 PHASE
- Eay SUTPU

Model SIP Fireball SIP Fireball SIP Fireball SIP Fireball
Turbofan 2000 Turbofan 3000 Turbofan 5000 Turbofan 9000
Input Supply 230v (13A) 230v (13A) 400v (16A) 400v (16A)
Maximum 6,820 BTU/hr 10,200 BTU/hr 17,064 BTU/hr 30,706 BTU/hr
Heat Output (2kW) (3kW) (5kW) (9kW)
Fan Fan Fan Fan
Heat 1,000w 3,000w 3,300w 4,500w
Settings 2,000w 5,000w 9,000w
Tilt Adjust v X v v
Weight 1.7kg 5.2 kg 4.3kg 11.4 kg

SR o | e | oo | G
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SIP AGM Battery / Capacitor
Batteryless Booster Packs

4 03936

=
SC Booster 8000

CAPACITOR START BODSTER

&sip

SIP INDUSTRIAL

bro Booser 252 ==

e)SiP 3ATTERYLESS

ce sJPJ-‘-‘DUSm'”u AcAPAc‘TOR
e

T

Model SIP Rescue Pac 1600 SIP Pro Booster 2512 SIP Pro Booster 8000

Booster Type AGM Battery AGM Battery Capacitor Batteryless

Voltage 12v 12v 12v
Boost Peak Rate 1600A 2500A 8000A
Cranking rate 700A 850A 1400A

Internal Battery Voltage 22Ah 22Ah -
Capacitors - - 18 x 600F

LED Indicators v v v

Mains Charger v v v
Weight 8.5kg 11.4 kg 14.5kg

] o [ o | oo

SIP Hybrid Booster Packs

SIP SC Pro Booster Hybrid 5 & 7
12v Professional Boosters

ITEM No: 07132 (Hybrid 5) / 07134 (Hybrid 7)
¢ 12v heavy-duty hybrid start boosters

* 6x 600F (Hybrid 5) / 5x 1500F (Hybrid 7) ultracapacitors

* 22Ah (Hybrid 5) / 15Ah (Hybrid 7) true battery capacity

* 3600A (Hybrid 7) / 8000A (Hybrid 7) boost peak rate

* 1400A (Hybrid 7) / 1500A (Hybrid 7) cranking rate

* Hybrid technology for capacitor power with longer cranking time
« Lighter than standard AGM boosters with capacitor technology
 LED indicators for accurate booster status
* 12v DC output socket for smaller devices
¢ Premium Swiss construction

¢ 2 year capacitor warranty

« 1 year battery warranty

Hybrid 5
ITEM No: 07132

HYBRID
TECHNOLOGY

P. .
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST dSI
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SIP Bench Grinders

Model SIP 8” x 6” Wet & Dry SIP 6” SIP 8” SIP 10”
Trade Bench Grinder Pro Bench Grinder Pro Bench Grinder Pro Bench Grinder
Input Supply 230v (13A) 230v (13A) 230v (137 230v (137)
Motor 375w 370w 550w 750w
Wet 135rpm
Wheel Speed Dry 3000rpm 2850rpm 2850rpm 2850rpm
. Wet 8” (200mm) " » »
Wheel Diameter Dry 6 (150mm) 6” (150mm) 8” (200mm) 10” (250mm)
" Wet 1%2” (38mm) " f »
Wheel Width Dry 3/4” (20mm) 3/4” (20mm) 1” (25mm) 17 (25mm)
Bore ‘l’)"f; 13;3 ((fgm)) 1/2” (13mm) 5/8” (16mm) 3/4” (20mm)
NVR Switch X v v v
Wire Wheel Included X v v X
Weight 9.2kg 6.29 kg 9.26 kg 24 kg

£1499°

Ex. VAT

SIP Heavy-Duty
Belt Linishers

ITEM No: 01948 3" /01949 6”

* 400y, 3 phase input supply

* Powerful 3000w (4hp) motor

* 34m/s single speed performance

* Durable steel bed with tilting table
* Supplied with strong steel pedestal
* Accurate belt alignment adjustment
* Top platen access and platen stop
* Full access to front contact wheel
* Supplied with the abrasive belt

* Grinding support bracket

FULL TOP PLATEN ACCESS

Ssip

SIPINDUSTRIAL

INTEGRATED WORKPIECE SUPPORT

ENGINEERING OFFERS



SIP 1200
Heavy-Dut
Magnetic Drill

ITEM No: 06181

* Heavy-duty magnetic drill has
a powerful electromagnet
(1300N of adhesion) which
allows fast and accurate
drilling between 12-40mm in
diameter and through material
of up to 50mm thick

110v input supply

SIP Industrial Circular Saws

ITEM No: 01554 10” (230v) / 01565 12" (400v)
* Designed for cutting ferrous metals

* Cast iron machine head and base

* Single vice with cut-off clamp

* Built-in coolant system with external filter

* Pedestal stand included

* Blade included

10” (230v) Specification 12” (400v) Specification
* 230v (13A) input supply * 400v 3 phase supply

¢ 1.1kW (1.5hp) motor * Dual speed motor:

* Cutting capacity: 18 rpm @ 750w (1hp) /
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Powerful 1200w (1.6hp) motor
595rpm working no-load speed
12 to 40mm @ drilling capacity
50mm maximum drilling depth
1mm to 13mm drill chuck set
3x Allen keys (2.5 /4 / 6mm)
Lightweight - only 13.3kg!

£3 99

@ 90° 75 x 45mm (box) / 36 rom @ L.3KW (L.7hp)
60mm diameter (round) ° %thgog ‘?fgc'%’:o (box)/
o. N X mm X
@4 55 mxe‘t‘gnzr’gu(r:’g;) / 100mm diameter (round)
. . @ 45°: 100 x 90mm (box) /
: igommb{“:x' bladg size 90mm diameter (round)
pm blade spee * 315mm max. blade size

10” 230v
SIP 14” Abrasive Cut-Off Saw =

ITEM No: 01308P (230v) / 01315P (110v)

* 01308P - 2.4kW motor / 01315P - 2kW motor

* Cuts all types of ferrous metals * 0° to 45° mitre facility

* Quick adjustable vice * Folding head with carry handle

* Cutting capacities:
(Round Tube) @ 0°: 130mm / @ 45°: 110mm
(Square Box Section) @ 0°: 120 x 120mm / @ 45°: 90 x 90mm
(Rectangular Box Section) @ 0°: 180 x 85mm / @ 45°: 100 x 80mm
(Angle Iron) @ 0°: 140 x 140mm / @ 45°: 90 x 90mm

* Replacement Cutting Discs
SIP Item No: 06891

ITEM No: 01565

230v
ITEM No: 01308P

SIP Metal-Cutting Circular Saw Blades / Abrasive Disc

[ tem No [Product | Compatible  Price

SIP 14” Abrasive Disc 01308P / 01315P JEEEXCT)
IEEETN siP Blade - 250 x 2.0 x 32mm 2160 T5 01554 £60.99
2] siP Blade - 250 x 2.0 x 32mm 2200 T4 01554 £60.99
IKEEEN siP Biade - 315 x 2.5 x 40mm Z160 T5 01565 £112.99

FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST
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SIP 8” Swivel Metal-Cutting Bandsaw SIP 12” Metal-Cutting Bandsaw

ITEM No: 01593 ITEM No: 01594 (230v Single Phase) / 01595 (400v Three Phase)
* 230v (13A) input supply ¢ 1.1kW (1.5 hp) induction motor
* Powerful 1.1kW (1.5hp) induction motor * 4 speeds (22 / 33/ 45 / 65mtr/min)
* 4 speeds (22 / 33 / 45 / 65mtr/min)  Cutting capacity: 230V
« Cutting capacity: @ 90°: 178mm (round) / ITEM No: 01594
@ 0°: 178mm (round) / 178 x 220mm (box) 178 x 305mm (box)
@ 45° 127mm (round) / 85 x 140mm (box) @ 45°: 127mm (round) / 400v

120 x 125mm (box)

« Adjustable vice for mitre angles between 0° and 45° ,
19 x 0.9 x 2362mm blade size

ITEM No: 01595
* Cast iron bow for reduced vibration and accuracy g i i
« Limit switch stops machine when cutting complete ﬁg{\‘j\ggﬁ'gé/ 'gﬁdﬂ’igfl'tre angles £ 1 1 69'99
* Built-in coolant system for efficient cutting and prolonged blade life Cast iron bow for reduced vibration y
* Blade included and accuracy Ex. VAT
* Not suitable for rebar or high-tensile steel Blade included

Not suitable for rebar or high-tensile steel
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£1,2799°

Ex. VAT

SIP 18” Metal-Cutting Bandsaw SIP Swivel Head
ITEM No: 01599 (230v Single Phase) / 01597 (400v Three Phase) P Ull-Down .

« Powerful 1.5kKW (2hp) induction motor Metal'cuttlng

* 4 speeds (29 /50 / 73 / 95mtr/min) Bandsaws

* 27 x 0.9 x 3280mm blade size TEM No: 01520 8" / 01524 10"
 Cutting capacity: 0: .
@ 90°: 254mm (round) / 230v * 230v (13A) input supply
127 x 457mm (box) ITEM No: 01599 ¢ 1.1KW (1.5hp) motor
@ 45°: 150mm (round) / : * Pedestal-mounted <
150 x 190mm (box) 400v swivel head MCBs with %
« Adjustable vice for cuttin . manual pull-down / -
anJgIes between 0° and 4gs° ITEM Noz01597 automatic feed options
* Heavy-duty cast iron bow * Cast iron bow

improves accuracy and £2 , 899.99 8” Specification

reduces vibration EX. VAT « Blade size: 20 x 0.9 x 2085mm
* Not suitable for rebar or high-tensile steel . Speed' 80m/m|n

* Round Cutting Capacity:
170mm @ 90°
70mm @ 60°
120mm @ 45°

* Square Cutting Capacity:
170 x 200mm @ 50° ITEM No: 01520

60 x 60mm @ 60°
110 x 110mm @ 45°
10” Specification .99
* Blade size: 27 x 0.9 x 2455mm £1’§\29
* Speed: 72m/min

* Round Cutting Capacity:

227mm @ 90° 10”
90mm @ 60°
150mm @ 45° ITEM No: 01524
* Square Cutting Capacity:
260 x 110mm @ 90°
85 x 85mm @ 60° £1,749'99
150 x 125mm @ 45° Ex. VAT

ENGINEERING OFFERS
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TILTING TABLE NVR SWITCH

[ iemNo| 01703 01704 01705 01706 01707 01708
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Model  SIP B20-16 SIP F16-16 SIP F20-16 SIP F28-20 SIP F32-20 SIP F32-20
Type Bench Floor Floor Floor Floor Floor
Input Supply ~ 230v (134) 230v (13A) 230v (13A) 230v (13A) 230v (13A) 400v (3 phase)
Motor 550w 375w 550w 750w 1100w 1100w
Spindle Taper MT2 MT2 MT2 MT3 MT4 MT4
Max. Spindle Stroke 83mm 80mm 83mm 82.5mm 120mm 120mm
Drilling Capacity 16mm 16mm 16mm 25mm 32mm 32mm
Swing 360mm 325mm 360mm 360mm 510mm 510mm
Chuck Capacity 3-16mm 3-16mm 3-16mm 5-20mm 5-20mm 5-20mm
Speed Settings 16 16 16 12 12 12
Speed Range 180 - 2770rpm 180 - 2770rpm 180 - 2770rpm 280 - 2380rpm 150 - 2450rpm 150 - 2450rpm
Overall Height 990mm 1550mm 1565mm 1600mm 1722mm 1722mm

£2999°1£309-%°

Ex. VAT Ex. VAT

659.99

Ex. VAT

SIP Infinitely

£3E2\/g.99 £4E3Vg.99 £6E§/?.99

H SIP Bench SIP Floor
V_a"able_ Speed Model Variable Speed Variable Speed
Pillar Drills Type  Bench Floor
- )

L e Input Supply 230V (134) 230 (134
any belts or tensions. Motor 550w 550w
10D Gl Spaa dlspias for Bocuracy Spindle Taper  MT2 MT2
Sdicontey Max. Spindle Stroke 85mm 85mm
. . Drilling Capaci 16mm 16mm
For Pillar Drill B
. Swing 364mm 364mm
Accessories Chuck Capacity 16mm 16mm
please visit ‘_
sip-group.com ' Speed Settings Infinitely Variable Infinitely Variable
\ Speed Range 500 - 2600rpm 500 - 2600rpm

Overall Height

FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST

1020mm

£379% | £429°

Ex. VAT Ex. VAT

1620mm

Ssip

SIPINDUSTRIAL
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4 05711

110v
SIP ARC Inverter Welders AUTO SENSING
* Voltage reduction device n
* Lift-TIG function
* Thermal overload protection
¢ Generator friendly
* Integrated PFC - Power Factor Correction
(05716 & 05717)
[ ftemMNo 05711
Model SIP HG1400DA Inverter SIP HG2000DA Inverter SIP HG1600DV Inverter
Input Supply 230v (137 230v (20A) 230v (16A) / 110v (24A)
B B 20 - 160A (230v)
Output Current 20 - 140A 20 - 200A 20 - 120A (110v)
Duty Cycle @ 60% 1407 200A 15;:‘53%%‘?

1.6 - 4mm (230v)

Electrode Diameter 1.6 - 3.2mm 1.6 - 5mm 1.6- 3.2mm (10v)
Approx. Weld Thickness 1.5-7mm 1.5-9mm 1.5-8mm
Weight 4.8kg 6.5kg 6.6kg

SIP Heavy-Duty
MIG Transformer
Welders

¢ Heavy-duty transformer

* Professional 3 metre Euro
connection MIG torch

¢ All-metal wire feed

* Turbo fan-cooled for increased
duty cycles
* Wheel-mounted

INECTION
Eu“Om?(? #)'IlEH :

05718 p

4 05720

Model SIP 180ST MIG SIP 210ST MIG SIP 250ST MIG
Input Supply 230v 230v 230v
Output Current 30 - 180A 30-210A 30 - 250A
Duty Cycle @ 15% 145A 175A 210A
Open Circuit Voltage 15.5 - 21.25v 15.5 - 22.75v 15.5 - 24.5v
Output Power Settings 6 6 6
Approx. Weld Thickness 0.8 - 7mm 0.8 - 9mm 0.8 - 10mm
Wire Size 0.6 - Tmm 0.6 - Tmm 0.6 - Tmm
Wire Spool Size 5kg /15kg 5kg /15kg 5kg /15kg
Weight 51.5kg 52kg 53.5kg

£399-9° £459-9° £569-9°

Ex. VAT Ex. VAT Ex. VAT

12 —)!' SiP ENGINEERING OFFERS
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SIP Dual-Function
MIG Inverter Welders

* |IGBT technology

* 4 Roll wire feeds

e 2T/ 4T trigger modes

* Infinitely variable power output
Comprehensive 2 year warranty

Model SIP HG2400 MIG Inverter

HEAVY-DUTY ALL-METAL
2 ROLL WIRE FEED MECHANISM

SIP HG3000 MIG Inverter SIP HG3003 MIG Inverter

Input Supply 230v 230v 400v
MIG Output Current 50 - 200A 50 - 250A 50 - 250A
MIG Duty Cycle @ 60% 200A 250A 250A
Wire Size 0.8 - Tmm 0.8 - Tmm 0.8 -1mm
Wire Feed 4 Roll / All Metal 4 Roll / All Metal 4 Roll / All Metal
Arc Output Current 30 - 200A 30 - 200A 30 - 250A
Electrode Size 1.6 - 4mm 1.6 - 6mm 1.6 - 6mm
Weight 48.1kg 48.1kg 49.5kg
£7799° £899-9° £999-9°
Ex. VAT Ex. VAT Ex. VAT
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST USI

SIPINDUSTRIAL
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SIP HG2500P TIG/ARC Inverter Welder
+ FREE 05701 Foot Pedal
+ FREE 02886-50 Head Shield

ITEM No: 05770ENG18

« 230v (16amp) input supply FREE

« 5amp - 200amp DC TIG output current FOOT PEDAL
* 10amp - 200amp AC TIG output current coNTR
* 5amp - 170amp ARC/MMA output current
1.6 - 4mm ARC/MMA electrode diameter
HF TIG/Lift ARC & TIG, MMA ARC processes
For stainless & mild steel aluminium, copper
Latest IGBT inverter technology platform
Super lightweight and generator friendly
Easy-to-use control panel

.

SIP HG2300MP MIG/TIG/ARC
Inverter Welder
ITEM No: 05773

SIP 3 Tier
Welding Cart

ITEM No: 05700
230v (16A) input supply  Suitable for SIP machines:
MIG, ARC, TIG triple function 9% : 82%% 82;8%
Infinitely variable weld output il pee 05705, 05706,
30 - 200A MIG output t 05707: 05708:
30 - 170A ARC output 05710, 05711, £46.99
20 - 200A TIG output 05713, 05715, i
05716, 05717,
05732, 05736,
05756, 05770,

High 50% duty cycle on
05771, 05773,

all processes

Reliable performance
05775, 05780,
05783, 05785,

in gas/gasless
05787, 05789 Welder, accessories

.

o o o o o o

Easy-to-read dual
digital displays

THE EASY 4-STEP PROCESS FOR HIGH QUALITY WELDIN

ITEM No: 05780

SIP HG2300DV SYNERGIC MIG/ARC/TIG oross

Inverter Welder Muiti-Function
knob to select

This multi-process Inverter welder takes advantage of Synergic technology. Simply select

your welding process, gas type, wire size and plate material thickness and the machine

automatically sets the parameters.

The machine is programmed with mild steel, stainless steel & aluminium Yoy IT[iT3 Setup tells you
synergic curves making it extremely versatile and precise. which socket

* Dual voltage with auto-sensing circuitry 2 w,,g’;g"g,’:%
+ 110v/230v dual voltage 110v the type of gas

« Qutput Current: AUTO SENSING
40 - 90A (110v) / 40 - 200A (230v) MIG
10 - 90A (110v) / 10 - 180A (230v) TIG
10 - 70A (110v) / 10 - 180A (230v) ARC

¢ 0.6 - Imm wire diameter

0.7 - 5kg wire spool size

Solid / Flux-cored / stainless steel /
aluminium wire types
Duty Cycle @ 20°C:

90A @ 100% (110v)

required

Search:

SipTechZone
P _ Select the wire

size diameter

.

200A @ 40% (230v) Select the
Duty Cycle @ 40°C: material
90A @ 40% (110v) 4 thickness

200A @ 40% (230v)
Microprocessor control
LCD screen

Pre & post flow gas adjustment
2T/ 4T/ spot weld trigger

2 roll wire feed assembly - You are ready

i - .99 I
Euro torch connection . £799 to weld!
Generator friendly Ex. VAT

Ssip

SIPINDUSTRIAL

to be welded

.

and welding helmet not included

SVYNERGIC
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POWERED by

HONDA .

3 year engine warranty

SIP HP200W AC & DC Honda™
Welder Generators

ITEM No: 25017 (AC) / 25020 (DC)

¢ 230v/ 115v generator input supply

TKVA (HP200W-AC) / 4KVA (HP200W-DC)
maximum rated generator output

* 60amp - 200amp ARC (HP200W-AC) / 50amp
- 200amp ARC (HP200W-DC) output current HP200W—AC

* 1.5mm - 8mm welding thickness (mild steel) ITEM No: 25017
¢ 1.6mm - 5mm maximum electrode diameter
« 7.3 litres (2.45 hours) fuel tank and runtime £1 869.99
* High 180amp @ 60% generator duty cycle ’

* Powerful Honda GX390 petrol engine

* Inclined cylinder and counterbalance shaft
* Low oil shutdown helps prevent damage

* Hot spark ignition, splash-fed lubrication

* Excellent and efficient fuel consumption

* Reduced oil consumption for longer life

* Assembled and tested by SIP in the UK

* 3 year Honda engine warranty

assemeLen & | L
TESTED BY
s In THE UK | <G

SIP Inverter Plasma Cutters
05783 p

05785 p 7z 05789 p .
| temNo[ 05783 | 05785 | 05787 05789
Model SIP INT300 Plasma SIP HG400 SIP HG500 SIP HG700
Internal Compressor Inverter /Plasma Inverter /Plasma Plasma Cutter
Input Supply 230v (16A) 230v (16A) 230v (16A) 400v (13A)
Output Current 10 - 25A 15 - 40A 15 - 50A 25-70A
Output Current
@ 60% Duty Cycle 25A 40A 50A 70A
. . 8mm 10mm 12mm 20mm
Max. Gutting Capacity Severs 10 mm Severs 12 mm Severs 15 mm Severs 25 mm
Output Power Settings Infinitely Variable Infinitely Variable Infinitely Variable Infinitely Variable
Compressed Air Pressure N/A 3 -6 bar 3-6bar 3 -6 bar
Average Air Capacity N/A 200 Itr/min 200 Itr/min 300 Itr/min
Torch Type Pilot ARC Ignition Contact HF Contact HF Pilot ARC Ignition
Weight 17 kg 9.8 kg 10 kg 23 kg
m £829% | £519% | £624% | £939%
Ex. VAT Ex. VAT Ex. VAT Ex. VAT
Po .
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST dSI 15
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SIP Meteor 2300 Electronic SIP 50th Anniversary Special Edition
Welding Headshield Electronic Welding Headshield
ITEM No: 02884 ITEM No: 02886-50
* Adjustable shade control settings: « Striking 50th Anniversary gold design
4 SHADE for grinding * Adjustable shade control settings:
9 - 13 SHADE for welding 4 SHADE for grinding

5 - 9 SHADE for plasma cutting

* 1/10,000 sec light-to-dark

* 4 light sensors

* Test button checks
electronic shielding
functions

* Solar panel

* Adjustable padded
headband

« Lightweight -
weighs 0.5 kg!

9 - 13 SHADE for welding

5 - 9 SHADE for plasma cutting
 1/10,000 sec light-to-dark
* 4 light sensors ’
* Test button checks

electronic shielding

functions
* Solar panel
¢ Adjustable padded
_ headband

* Lightweight -
weighs 0.5 kg!
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SIP Deluxe Welding Gauntlets

ITEM No: 04146

* Deluxe suede leather welding gauntlets
* Manufactured for high-quality protection
* Protects against welding spatter/sparks
* Excellent value-for-money and long life

SIP Magnetic Holders

ITEM No: 09550 ‘M’ Model) / 09552 (‘L' Model)
Allow for secure positioning and fixing
of materials prior to, and during,
welding or metalworking.

* ‘M’ model, supports up to 45lb

* ‘L’ model, supports up to 80Ib

* Heawy-duty all-metal construction

* Manufactured for long service life

SECURELY HOLDS
WORKPIECE

SIP 6” & 9” Welders Angle Clamps

ITEM No: 07648 (6”) / 07649 (9”)
 Cast iron welders angle clamp

* Specialist angle jig / fixture clamp
* Oblong holes for easy bench fixing
* Increased spatter/spark protection
* Copper-plated heavy-duty spindle
« Sliding ‘T" handle for further grip

SECURELY HOLDS
WORKPIECE

16 —)!' SiP ENGINEERING OFFERS
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SIP RC2/24 & RC2/50 Direct-Drive
Oil-Lubricated, Air Compressors

ITEM No: 06457 / 06459

* 24 or 50 litre air receiver

* 230v (13A) input supply
Oil-lubricated, direct-drive unit
2hp (1.5kW) motor

8CFM piston displacement
116psi (8bar) maximum pressure
94dB(A) noise level

Built with an efficient cooling system
External air filters for easy access
Fitted with quality twin gauges

* Wheel-mounted

24 Litre
ITEM No: 06
9999
Ex. VAT

50 Litre
ITEM No: 06459
1999
VAT

ITALIAN
DESIGN

SIP TN3/50-D & TN3/100-D Direct-Drive 50 Litre
Oil-Lubricated, Air Compressors ITEN No: 06242

ITEM No: 06242 / 05299 £2 19.99

50 or 100 litre air receiver e
230v (13A) input supply )
3hp (2.2kW) motor

9.5CFM max. free air delivery
14CFM piston displacement

130psi (9bar) max. pressure

V-Twin pump

Cast iron barrel

Efficient and durable

S
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100 Litre
ITEM No: 05299
£309-2°
Ex. VAT

ITALIAN
DESIGN

SIP OL197/24 ProTECH - 110v SIP OM250/50 ProTECH - 110v
Oil-Free, Air Compressor Oil-Free, Air Compressor
ITEM No: 06253 ITEM No: 05253
¢ 110v (16A) input supply * Oil-free operation * 110v (16A) input supply * Oil-free operation
¢ 1.5hp (1.1kW) motor  Cast iron barrel ¢ 2.5hp (1.8kKW) motor « Cast iron barrel
e 2dlitre air receiver * Ultra heavy-duty pump * 50 litre air receiver * Ultra heavy-duty pump
* 3.8CFM max. free air delivery ¢ Mounted on extra-large * 5.3CFM max. free air delivery  * Mounted on extra-large
« 7.1CFM piston displacement wheels * 9.2CFM piston displacement wheels
¢ 145psi (10bar) ¢ 145psi (10bar) max.

max. pressure pressure

G Ao

I ' ﬁmv £3E?V§'99

r .
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SIP TN3/50-SRB & TN3/100-SRB
Belt-Driven, Air Compressors

ITEM No: 06258 / 06260
* 50 or 100 litre heavy-duty air receiver
* 230v (13A) input supply

3hp (2.2kW) motor

Oil-lubricated, belt-driven

13CFM max. piston displacement
8.5CFM max. free air delivery (FA.D.)
145psi (10bar) max. pressure
Finned manifolds

Cast iron barrel

Heavy-duty aluminium aftercooler
Oversized crankcase

SIP PX3-SRB Belt-Driven, Air Compressors

ITEM No: 05300 / 05302
* 150 or 200 litre heavy-duty air receiver
* 230v (16A) input supply

Powerful 3hp (2.2kW) motor
Oil-lubricated, belt-driven

16CFM max. piston displacement
10.7CFM max. free air delivery (FA.D.)
145psi (10bar) max. pressure | [ - )
B3800 high performance pump ¢ .99
Finned manifolds / o £6E;T/?
Cast iron barrel

Multi-finned flywheel for
improved cooling

SIP Air Compressor Wheel Kits

02068 - for 150ltr models
02069 - for 200ltr models
Kit includes:

1x pull handle,

2x heavy-duty solid rubber
wheels and 2x swivel
castors

—)!' SiP ENGINEERING OFFERS

SIPINDUSTRIAL



SIP VN4/150-SB Vertical SIP TN5.5/200
Belt-Driven, Air Compressor Belt-Driven, Air Compressor
ITEM No: 06325 ITEM No: 06583

230v (18A) input supply * Powerful 4hp (3kW) motor
Oil-lubricated, belt-driven model

Space-saving squat 150 litre receiver

18CFM max. piston displacement

14CFM max. free air delivery (FA.D.)

145psi (10bar) max. working pressure

Multi-finned flywheel for added cooling

Heavy-duty B3800 pump as standard 2-stage pump for a greater efficiency
Fitted with an aluminium aftercooler Ideal for heavy and prolonged tasks
Extra-strong wire mesh belt guards  Supplied with anti-vibration mounts
Supplied with a pressure regulator * Super heavy-duty cast iron barrel

* Shock-resistant flywheel guard

400v (20A), 3PH input supply
Powerful 5.5hp (4.1kW) motor
Oil-lubricated, belt-driven model
Heavy-duty 200 litre air receiver size
24CFM max. piston displacement
18CFM max. free air delivery (FA.D.)
145psi (10bar) max. working pressure

SYO0SSIYdINO0D HIV

MADE IN
ITALY
400 V
SUPPLY

CE
SAVlleaADESKiN

MADE IN
ITALY

SIP B3800/270 Tandem
Belt-Driven, Air Compressor

ITEM No: 05251

¢ 230v (32A) input supply

¢ 2x 3hp (2.2kW) tandem motors

¢ Heavy-duty 270 litre air receiver

¢ 32CFM max. piston displacement
* 22CFM max. free air delivery (FA.D.)
* 145psi (10bar) max. pressure
« Single or dual running modes

¢ Aluminium die-cast valve plate

£1,719 Quuee| N |

r .
FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST dSI 19
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% " MADE IN
SIP B3800/3M Silenced Piston S I '
Air Compressor

ITEM No: 06219 / 05202

* 100 or 200 litre heavy-duty air receiver
* 230v (16A) input supply -
* Powerful 3hp (2.2kW) motor b 1

* 14CFM max. piston displacement ; 10+ S M 200 LITRE
« 145psi (10bar) maximum pressure | - | MODEL (05202)
* For industrial-grade air requirements \

* Acoustic chamber for pump and motor | Avflla"AWqLE
* Fitted with a heavy-duty 2-stage pump d

* 69dB(A) low noise level

* Excellent for workshop and garages

SIP NB7.5/270 Silenced Piston
Air Compressor

ITEM No: 04208

* 400v (20A) input supply

* 7.5hp (5.5kW) motor

* Heavy-duty 270 litre air receiver

* 29.7CFM max. piston displacement

* 145psi (10bar) max. pressure

 For industrial-grade air requirements

* Acoustic chamber for pump and motor
* Fitted with a heavy-duty 2-stage pump
* 64dB(A) low noise level

* Excellent for workshop and garages

100% L2
UK PDI'd S
MADE IN

I .
400 V
SUPPLY

MADE IN 400 V
[S ITALY SUPPLY

SIP Mercury Mech Screw
Air Compressors

ITEM No: 05372 (8bar) / 05374 (10bar)
* 400v (20A) input supply

* Heavy-duty 200 litre air receivers

* Powerful 5.5hp (4kW) IE3 motors

* 20.5CFM (05372), 17CFM (05374) max. free air delivery (FA.D.)
* 116psi/ 8bar (05372), 145psi / 10bar (05374) max. pressure
* POLY-V-type belt-driven transmission

* Thermostatic-controlled centrifugal fan
* 95% efficiency for lower energy loss

* 100% duty cycle for high performance
* Mechanical ON/OFF, pressure switch

* 60dB(A) low noise level

4.0-08-200
ITEM No: 05372

4.0-10-2
ITEM No: 05374
£2,3999°
AT

SIP SIRIO ES Screw 95/ 3 o vace v Joov.
Air Compressors with Dryer > -I '

ITEM No: 06412 (8bar) / 06416 (10bar) 0,

* 400v (40A) input supply 1#8{&‘_ = =

« Heavy-duty 270 litre air receivers DU ITEM No: 06412

* Powerful 15hp (11kW) IE3 motors s

+ 58.2CFM (06412), 53CFM (06416) max. free air delivery (FA.D.) ' = £4.459°°
* 116psi/ 8bar (06412), 145psi / 10bar (06416) max. pressure AT

* POLY-V-type belt-driven transmission : - 1

* Thermostatic-controlled centrifugal fan

« 95% efficiency for lower energy loss 11-10-270E
* 100% duty cycle for high performance o - ITEM No: 064
* ETMII electronic controller -
* 60dB(A) low noise level

.99
* Integrated refrigeration dryer . £47459

Ex. VAT

P . FULL RANGE OF COMPRESSORS AVAILABLE
i e ENGINEERING OFFERS

SIPINDUSTRIAL



SIP 1/2” Air Impact Wrench

ITEM No: 07212
* 610Nm (450ft/Ibs) average working torque * 7500rpm speed
* Twin hammer for more power and smooth balanced blows

» 3 forward / 1 reverse torque settings

* Excellent power-to-weight ratio

* 6.5CFM average air consumption
 1/4” BSP air inlet

£649°

Ex. VAT

SIP 3/8” Heavy-Duty Air Ratchet

ITEM No: 07203

¢ 160rpm no-load speed

* 90psi operating pressure

* 3CFM average air consumption

£33:99

Ex. VAT

SIP 1/2” Air Drill

@ COMPOSITE

SIP 3/4” Air Impact Wrench

ITEM No: 07202

¢ 1356Nm (1000ft/Ibs) average working torque * 7000rpm speed
* Twin hammer for more power and smooth balanced blows

» 3 forward / 1 reverse torque settings

* Excellent power-to-weight ratio

* 9.5CFM average air consumption

* 3/8" BSP air inlet //' ™

£1459° s

Ex. VAT ) 7

SIP 3/8” Air Drill

SIP 3” Air Cut-Off Tool

ITEM No: 07204

* 18,000rpm speed

* 90psi operating pressure

* 4CFM average IR —— o ~
& ’—)( : = == o

air consumption —\" : s - b

£28:99

Ex. VAT

SIP 125mm
Air Hammer

Keyless Chuck

ITEM No: 07208

¢ 700rpm speed

* 90psi operating pressure

* 6.4CFM average air consumption

Keyless Chuck

ITEM No: 07209

¢ 1800rpm speed

* 90psi operating pressure

¢ 4CFM average air consumption

FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST

ITEM No: 07206

¢ 4500bpm speed

* 90psi operating pressure

* 2.8CFM average air consumption

SIPINDUSTRIAL
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SIP Pistol Grip Air Needle Scaler SIP 1/4” Air Die Grinder Kit
ITEM No: 06781 ITEM No: 07194
* 4500bpm e Pistol grip with rubber handle ¢ 22,000rpm no-load speed

* 2.8CFM av. air consumption ¢ %" BSP air inlet * 10x grinding stones
* 2x hand wrenches
* 1x quick coupler

¢ 1x 1/8” collet

* 90psi (6.3bar) operating pressure

(7]
|
(=)
(=)
[
-4
-
<

Y4 BSP air inlet
90psi (6.3bar) operating pressure

£59.99

Ex. VAT
SIP Air Duster Guns SIP Professional Air Nibbler
ITEM No: 02146 (100mm) / 2147 (300mm) ITEM No: 07584

* 100 or 300mm nozzle lengths
* 2 - 4bar (29 - 58psi) pressure
* 4" BSP air inlet —

e

* 2500 strokes/min speed * Removes a 1/4” strip of material

* 18 gauge (1.2mm) mild steel cutting capacity

* 4CFM average
air consumption

* 90psi (6.3bar)
100mm working pressure
ITEM No: 02146

£ .99 £9.49

Ex. VAT Ex. VAT
SIP Maxi-Blast Sandblaster SIP Air Body Saw
ITEM No: 02150 ITEM No: 06793

* General purpose
sandblaster gun

* Compact and lightweight
* Provides even and smooth coverage
* 1litre fluid pot capacity and reserve

« Ideal for bodyshop repair * 10,000 strokes/min
¢ Anti-vibration cover * 4CFM av. air consumption
* Y4" BSP air inlet

11CFM air consumption
2" BSP air inlet

£2499

Ex. VAT

SIP Air Sandblast
Hopper Kit

ITEM No: 02157

* Portable unit with sandblast gun
and hose

* 50Ib hopper capacity
* 90psi (6.3bar) operating pressure
* 8CFM air consumption

SIP Air Sheet Metal Shear

ITEM No: 06779

* Designed for auto body shops, sheet metal & tinsmith applications

* 1.2mm (18 gauge) mild steel cutting capacity

* ACFM average air
consumption

£56.99

Ex. VAT

SIP Medium Sandblast Cabinet SIP 3/16” Professional —

ITEM No: 03868 Air Riveter Heavy-Duty
* 230v (13A) supply * 7CFM av. air consumption ITEM No: 07877
* One piece seamless construction g « Ideal for riveting duct work, aluminium,
* Quick and efficient sandblasting, g masonite and automotive applications
quickly removes rust, paint and « Continuous production capability
other unwanted debris from " . R
metal/wood surfaces . 3/32_ to 3/16" rivet c_apamty
« Automatic air shut-off * 90psi (6.3bar) operating pressure
* 0.04CFM average air consumption

22 —)!' SiP ENGINEERING OFFERS
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SIP 20 Gallon
Parts Washer

ITEM No: 03834

* 25w (230v) motor

* 136 ltr/hr (30 gallons) pumping rate
* 90 ltr (20 gallon) washer capacity

* Self-latching lid with fusible link - the lid
will snap shut in the event of fire

* Flexible metal nozzle for precise
solvent coverage

* Space-saving free standing design

 Sturdy, tough construction

SIP Air Hose Reel 20 SIP Air Hose Reel 15

ITEM No: 07970 ITEM No: 07974

¢ 20m hose length ¢ 15m hose length

* 8mm hose diameter 9.5mm hose diameter

* 1.5m hose connection 1.4m hose connection

* High-visibility yellow PVC hose High-visibility yellow PVC hose

10bar (145psi) max. working pressure 10bar (145psi) max. working pressure

Through flow system - air passes through Through flow system - air passes through
centre of the reel so can be wound centre of the reel so can be wound
or unwound during operation or unwound during operation

* Carry handle  Strong plastic casing with carry handle
¢ -5°C to 45°C working temperature * Auto-layer technology
* Quick coupler (Euro) * Recoil Hose

* Wall bracket

* -5°C to 45°C working temperature

1/4” BSP male hose fittings

Description

07881 SIP Professional 3/8” Air Hose - 10 mtr (1/4” end fittings)
07882 SIP Professional 3/8” Air Hose - 15 mtr (1/4” end fittings)
07883 SIP Professional 3/8” Air Hose - 20 mtr (1/4” end fittings)

SIP Parts Washer
Solvent - 10 Itr

ITEM No: 02382

* |deal for use with .

SIP Parts Washer

SIP Air Hose Reel R15

ITEM No: 07977

15m hose length

9.5mm hose diameter

1m hose connection

Heavy-duty hose

15bar (218psi) max. working pressure
Through flow system - air passes through
centre of the reel so can be wound

or unwound during operation

Metal casing

Recoil Hose

Fixed and swivel wall bracket

-5°C to 45°C working temperature
1/4” BSP male hose fittings

FEBRUARY 2020 to MARCH 2020 WHILE STOCKS LAST
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SIP 12 Ton Hydraulic Pipe Bender

ITEM No: 03683

* Floor-standing pipe bender with heavy-duty steel chassis
* High-quality 12 Ton hydraulic ram

 Suitable for bending pipe from 2" up to 2" @

* Supplied with six formers for added versatility

* Former sizes - 2", %", 17, 14", 136", 2"
* External return springs 12 TON
CAPAC|
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SIP Bench and Floor Shop Presses
Ideal for removal or installation of bearings, universal joints,
pulleys, wrist pins and various other press jobs.
Perfect for bending, bonding and straightening.
* Rugged steel frames

* Adjustable workbeds

* Glycerine-filled manometers

03650 p

[ demNol o350 | 0351 03689

Model  SIP 10 Ton Bench Press SIP 12 Ton Shop Press SIP 20 Ton Shop Press

Capacity 10TON 12TON 20 TON
Ram Stroke 180mm 180mm 185mm
Work Range 0 - 340mm 0-918mm 0-989.5mm
Press Type Bench Floor Floor
Operation Manual Manual Manual
Ex. VAT Ex. VAT Ex. VAT
F. .
24 JSID ENGINEERING OFFERS
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SIP 6 Ton / 1 Metre Axle Stands

ITEM No: 03635

* 6 Ton capacity per axle stand
* Extends to 1 Metre

* Pin-type support column

* Heavy-duty construction

* Supplied as a pair
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Cabagy

03691 p

[ demNol 0395 | o%e 03696

Model  SIP 30 Ton Shop Press SIP 45 Ton Shop Press SIP 75 Ton Shop Press

Capacity 30 TON 45TON 75TON
Ram Stroke 150mm 190mm 250mm
Work Range 151 - 1031Tmm 159 - 859mm 160 - 880mm
Press Type Floor Floor Floor
Operation Pneumatically-assisted Pneumatically-assisted Pneumatically-assisted

r .
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WINNTEC® from SIP

26

Winntec 5 Ton
Toe Jack

ITEM No: 09881

* 5Ton
max.
weight
capacity

* 36810
573mm max.
lifting heights

* Operates hoth
horizontally and
vertically

* Upside-down
operation adds
versatility

* Works with minimal
ground clearance

« Lift from both toe and
top of the jack

* Housing revolves a
full 360° rotation

 Industrial release
and overload valves

WARRANTY

INGLUCE S WELF: ANDTEL,

* Durable chromed
ram and pistons

£429%

Ex. VAT

Winntec 15 Ton

Bench Press E
Hydraulic - 2 Speed m

ITEM No: 09812
* 15 Ton max. capacity
* Bench model - single speed hand pump

* Integrated gauge and hydraulics within
frame

* 2 V-blocks with patented guiding system
* Extension screw
* Removable work bench tray

[ [Winnr=c

3 YEARS

WARRANTY
INCLUDES WEAR AND TEAR

£6999°

Ex. VAT

Ssip

SIPINDUSTRIAL

USAGE KEY: E AUTOMOTIVE m COMMERCIAL

Winntec 10 Ton
Toe Jack

ITEM No: 09852

* 10 Ton
max.
weight
capacity

*420to
650mm max.
lifting heights

* Operates both
horizontally and
vertically

* Upside-down
operation adds
versatility

* Works with minimal
ground clearance

« Lift from both toe
and top of the jack

* Housing revolves a
full 360° rotation

¢ Industrial release
and overload valves

* Durable chromed
ram and pistons

3 YEARS

WARRANTY

IHGLUCES WE £F: 1D TEAE

3

£669%°

Ex. VAT

Winntec 15 Ton
Shop Press
Hydraulic - 2 Speed

ITEM No: 09825

15 Ton max. capacity

* Welded frame - no bolts

* 2 speed pump ensures
speed and precision

* Suitable for daily

pressing and

crimping

Adjustable

table, with

nine fixed

positions

* 2x arbor
plates
included

tild

[ [Winnr=c

£8999°

Ex. VAT

Winntec 4/5 Ton
Fork/lift Tractor Jack

ITEM No: 09859

* Dual lifting points (4/5 Ton)

¢ Chromed ram and pump piston

* 65mm lower arm is ideal for forklifts

¢ 416mm upright piston for farmmachinery
* 350mm hydraulic lift on upright position
* 355mm hydraulic lift on forklift arm

* Double speed function
without load

* Specially designed hydraulic
pump

¢ Japanese seal Kits/overload
valve

* High strength frame work
* Lightweight and compact

* Removable
handle

3 YEARS

WARRANTY

£449

Ex. VAT

Winntec 30 Ton
Shop Press
Hydraulic / Pneumatic m

ITEM No: 09814
* 30 Ton max. capacity
* Floor-standing shop press
* 2-speed

hand pump
* Integrated
gauge and
hydraulics
within frame
2 V-blocks with
patented
guiding system
Extension
screw
Removable
work bench
tray

£1,3499°

Ex. VAT

ENGINEERING OFFERS



SIP Medusa T3002
Petrol Power Generator

ITEM No: 03993

* Dual voltage

* Thp, 4-stroke air-cooled OHV engine

* 3000w peak, 2600w cont. rated output
* 1x 230v (16A), 1x 110v (16A) AC sockets
¢ 1x 12v DC battery charging to max. 40Ah
¢ 11 hrs cont. runtime from 15 litre tank

* Built-in automatic voltage regulator (AVR)
* Low oil shutdown helps prevent damage
* Heavy-duty full frame design

* 96 dB(A) relative low noise level

£3299°

Ex. VAT

VB /.

SIP Medusa MGKP3.5F Kohler®
KOHLER.

IN POWER. SINCE 1920.

Petrol Power Generator

ITEM No: 04340

 Super powerful Kohler® 7hp engine

* 3.75KVA peak, 3.5KVA cont. rated output
* 1x 230v (16A), 1x 110v (16A) plug sockets
* 3 hrs cont. runtime from 4.1 litre fuel tank
* Low oil shutdown helps prevent damage
 Oversized mufflers and ignition system

* Heavy-duty steel-forged crankshafts

* Quad Clean™ cyclonic air cleaner

* Engine designed in United States

* Built and tested by SIP in the UK

« 3 year Kohler® engine warranty

ENGINE WARRANTY

PREMIER QUALITY

ASSEMBLED & -
TESTED BY
SIPINTHE UK | TG

£429

Ex. VAT

?? ?? 2020 to ?? ?? 2020 WHILE STOCKS LAST

SIP Medusa 75501
Petrol Power Generator

ITEM No: 03958
* Dual voltage and electric starting

* 13hp, 4-stroke air cooled OHV engine

* 5500w peak, 5000w cont. rated output

¢ 1x 12v DC battery charging to max. 40Ah

* 1x 230v (32A), 1x 110v (32A) AC sockets
* 10 hours cont. runtime from 25 litre tank

* Built-in automatic voltage regulator (AVR)

* Low oil shutdown helps prevent damage
* Battery is included (for electric starting)

* Wheel-mounted full frame design

* 97 dB(A) relative low noise level

£6599°

Ex. VAT

A.V.R.
AUTO VOLTAGE f
REGULATION 230V %m’

SIP Medusa MGHP6.0FELR Honda™
Petrol Power Generator I

ITEM No: 04478 HONI
« Super powerful Honda™ GX390 engine = ”®= e"eine waranty
* 7.2KVA peak, 6KVA cont. rated output

* 1x 230v (16A), 1x 110v (16A) plug sockets
1x 230v (32A), 1x 110v (32A) plug sockets

* 8.5 hrs cont. runtime from 25 litre tank

* Reliable electric-starting mechanism

* Low oil shutdown helps to prevent damage
 Cast iron cylinder liner, full-frame design

* Reliable splash-fed lubrication system

* Hot spark electronic ignition system

* Built and tested by SIP in the UK

* 3 year Honda™ engine warranty

ASSEMBLED & I .
TESTED BY
SIP IN THE UK .\‘
; 230V ; 110V

Medusa Generator (S
“— =

. S
= 1

Ssip
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SIP Sub 2012-FS
Dirty Water Pump

ITEM No: 06817

* 230v (13A) supply

* Float switch

* 550w copper-wound motor
* 8 metre max. pump head

* 200ltr/min flow rate

* 25mm particle diameter

* 7 metre max. operating depth
* 25 to 32mm outlet diameter

04919 p

SIP Sub 2020-SS
Dirty Water Pump

ITEM No: 06819

* 230v (13A) supply

* Float switch

* 750w copper-wound motor
* 8 metre max. pump head

* 233ltr/min flow rate

* 35mm particle diameter

* Stainless steel casing

* 8 metre max. operating depth
* 25 - 32mm outlet diameter

Model SIP 2” Pump SIP 3” Pump SIP 3” Pump
Supply Petrol Petrol Diesel
Motor 7hp 7hp 5hp
Max. Pumping Head 28 metres 28 metres 26 metres
Water Flow Rate 600 Itr/min 1000 ltr/min 1000 Itr/min
Max. Suction Head 8 metres 8 metres 6 metres
Suction Outlet Diameter 2" 3" 3

Tough cast iron impeller
and volute housing

Low oil shutdown

Additional Features

£2E]=/g.99 £2E4\_/§.99

Tough cast iron impeller
and volute housing

Low oil shutdown

Tough cast iron impeller
and volute housing

Electric start

£599-9°

Ex. VAT

£16-9°

£62-992

£105°°

£17°°

£15.99

£19.99

£140%

£239

£166°°

07602 SIP 1” Suction Hose - Dark Green / 10 mir -
07623 SIP 2” Suction Hose - Super Strength / 10 mtr -
07321 SIP 3” Suction Hose - Green / 10 mtr

07671 SIP 1” Delivery Hose - Layflat / 10 mtr )
07615 SIP 1%” Delivery Hose - Layflat / 10 mtr

07630 SIP 1%2” Delivery Hose - Layflat / 10 mtr

07631 SIP 1%2” Delivery Hose - Layflat / 100 mtr

07621 SIP 2” Delivery Hose - Layflat / 10 mtr

07622 SIP 2” Delivery Hose - Layflat / 100 mtr

07692 SIP 3” Delivery Hose - Layflat / 10 mtr

£27-9°
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SIP CW2800
Electric Pressure
Washer

ITEM No: 08974
* 230v (13A) input supply
* 2800w / IPX5 motor

* 2610psi (180bar) max.
pressure

* 510ltr/hr water flow rate
* Axial pump

« Total stop function

* 1.8 litre detergent tank

* 8 metre hose with integrated
hose reel

 Steel lance with adjustable
nozzle

* Steel turbo lance
* Large wheels

SIP TP650/175
Petrol Pressure Washer

ITEM No: 08923

Powerful 6.5hp (4.8kW) petrol engine
2540psi (175bar) max. pressure
650Itr/hr maximum water flow rate

8 metre heavy-duty rubber hose with lance
Brass-head pump and fittings for long life
Heavy-duty lance with 5 pattern nozzles
Low oil protection helps prevent damage
Big pneumatic tyres for easy movement
Ideal for farming and contractor use

SIP 1400 Wet & Dry SIP Professional Wet & Dry
Vacuum Cleaners Vacuum Cleaner

ITEM No: 07907 (20ltr) / 07913 (35ltr) ITEM No: 07937 (30ltr) / 07938 (45Itr)
* 230v (13A) supply * Powerful 1400w motor 230v (13A) input supply
* 20 or 35 litre tank capacity options 30 or 45 litre tank capacity options
* Lightweight and compact design Superior powerful 2-stage 1200w
* Integrated accessory holders motor with bypass cooling
for tidy storage 2200r;nm water lifting &
* 4x castors for easy and 198m?/hr air flow
smooth movement Shockproof, high-density
« Supplied with accessories polyethylene tank
Non-marking rubber wheels
Supplied with
accessories

SIP PH600/140 A2
Hot Water Electric 2 YEAR
Pressure Washer

ITEM No: 08941

230v (13A) supply

2200w 2-pole motor

2030psi (140bar) max. pressure
600ltr/hr water flow rate
100°C diesel-fired boiler
temperature

15 litre diesel fuel tank
capacity for heater
All-metal brass-headed
Axial plunger pump
Low pressure
detergent suction
10 metre hose

.

Ideal for offices,
workshops, home,
garages, stores and
warehouses

2
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with Laser

ITEM No: 01511
* 230v (13A) input supply
* Heavy-duty, high torque 2000w (2.7hp) motor
* Laser for added accuracy
« Sliding action
* Dust collection bag
 Cutting capacities:
Straight Cut: @ 0°x 0° = 340mm x 80mm
Mitre Cut: @ 45°x 0° = 240mm x 80mm
Bevel Cut: @ 0° 45° = 340mm x 50mm
Compound Mitre Cut: @ 45°x 45° = 240mm x 50mm
* Pre-set stops at the common mitre angles left & right:
0°, 15°, 22.5° 30° & 45°
* 5500rpm no-load blade speed
* 254mm @ x 30mm bore x 40 teeth TCT saw blade
* Adjustable depth stop for tenoning and trenching

WOODWORKING EQUIPMENT

. BLADE
INCLUDED

£234.%°

Ex. VAT

SIP Universal Saw Stand

ITEM No: 01958
* Two adjustable roller supports

* Tubular steel sliding rails
extendable from
1220 - 1900mm

* 2x quick release mounting rails
* Legs fold away for storage
* Wheel kit for easy movement

£99%

Ex. VAT

30 SSip

SIPINDUSTRIAL

SIP 10” Sliding Compound Mitre Saw

'BLADE

FOLDS FLAT FOR EASY STORAGE

SIP 12” Sliding Compound Mitre Saw
with Laser, Double-Bevel, Belt-Driven

ITEM No: 01504
* 230v (13A) input supply
* Heavy-duty, high torque 2000w (2.7hp) motor
* Belt drive - smoother quieter operation and extended motor life
* Laser for added accuracy
* Cutting capacities:
Straight Cut: @ 0° x 0° = 340 x 102mm
Mitre Cut: @ 45° x 0° = 240 x 102mm
Left Bevel Cut:
@ 0°x 45° = 340 x 55mm
Right Bevel Cut:
@ 0° x 45° = 340 x 40mm
Left Compound Mitre Cut:
@ 45° x 45° = 240 x 55mm
Right Compound Mitre Cut:
@ 45° x 45° = 240 x 40mm
* Mitre range: -45°/0%/+45°
* Adjustable depth stop for tenoning

and trenching
* 4500rpm no-load blade speed
* 305mm @ x 30mm bore x 40 teeth

TCT saw blade

INCLUDED

£2599

Ex. VAT

HEIGHT ADJUSTABLE QUICK RELEASE
END ROLLERS MOUNTING BRACKETS

ANGLE ADJUSTABLE 1220-1900 MM
END ROLLERS EXTENDABLE RAILS

9
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SIP 4”x 8” Belt/Disc Sander SIP 6”x 10” Belt/Disc Sander
ITEM No: 01946 ITEM No: 01943
* 230v (13A) input supply * Powerful 500w motor ¢ 230v (13A) input supply * 800w (1hp) motor
* 0° to 45° disc workable tilt * 0° to 90° belt tilt ¢ 150 x 1220mm belt size * 254mm disc size
* 100 x 914mm sanding belt, * 0° to 45° disc workable tilt * 0° to 90° belt tilt
200mm sanding disc  1440rpm disc speed ¢ 500 m/min belt speed
* 2850rpm disc speed « Supplied with 2 adjustable sanding tables and mitre guide

* 550m/min belt speed
 Easy-to-use belt tension control lever for fast belt changes

 Supplied with 2 large aluminium adjustable sanding tables
and one mitre guide for increased accuracy
* Dust extraction/collection
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59.99 .99 o
Ex. VAT Ex. VAT SipTechZone

SIP Single SIP Adjustable V-Type SIP Heavy-Duty
Roller Stand Roller Ball Stand 5 Roller Stand

ITEM No: 01379 ITEM No: 01383 ITEM No: 01381
* Precision-made, * 2 sets of 4 rollers * 5rollers
fully adjustable * Each roller set tilts * 680 to 1150mm fully
single roller and locks at 45° adjustable height
* 400mm roller length independently « 57mm roller diameter
¢ 700 - 1100mm ¢ 700 - 1150mm « 450mm roller length
adjustable height fuII_y adjustable « 100ke load capaci
* 80kg load capacity height € pacity
* 100kg load capacity
£36%° £44% £74%
Ex. VAT Ex. VAT Ex. VAT

m Description

07740 SIP Sanding Belt 4” x 36” - 120 Grit Fine

07744 SIP Sanding Belt 4” x 36” - 60 Grit Coarse
06870 SIP Sanding Belt 6” x 48” - 60 Grit Coarse
06843 SIP Sanding Disc 8” - 150 Grit Fine

P .
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THE EASY 4-STEP PROGESS
FOR HIGH QUALITY WELDING...

SIP HG2300DV SYNERGI
Inverter Welder

MIG Steel Argon/GO; Mix
Press
Multi-Function
knob to select

Setup tells you
which socket
the link lead
connects to and
the type of gas
required

Setup

AUTO SENSING Select the wire

size diameter

Search:
SipTechZone

This multi-process Inverter welder takes advantage of Synergic

technology. Simply select your welding process, gas type, wire size
and plate material thickness and the machine automatically sets the
parameters.
The machine is programmed with mild steel, stainless steel &
aluminium synergic curves making it extremely versatile and precise.
* Dual voltage with auto-sensing circuitry
¢ 110v/ 230v dual voltage

Thickness

Select the

* OQutput Current:
40 - 90A (110v) / 40 - 200A (230v) MIG
10 - 90A (110v) / 10 - 180A (230v) TIG
10 - 70A (110v) / 10 - 180A (230v) ARC

0.6 - Imm wire diameter
0.7 - 5kg wire spool size
Solid / Flux-cored / stainless steel / aluminium wire types

4

Duty Cycle @ 20°C: 90A @ 100% (110v) / 200A @ 40% (230v)
Duty Cycle @ 40°C: 90A @ 40% (110v) / 200A @ 40% (230v)

Microprocessor control

LCD screen

Pre & post flow gas adjustment
2T/ 4T / spot weld trigger

2 roll wire feed assembly

Euro torch connection

Generator friendly Ex. VAT

f ’ ° Facebook: /sipindustrial
Twitter: @sipindustrial
SIP (INDUSTRIAL PRODUCTS) LIMITED SALES
Gelders Hall Road, Shepshed,
Leicestershire LE12 ONH UK

WWW.Sip-group.com

material
thickness
to be welded

You are ready

£799%°

YouTube: /siptechzone

Instagram: @sipindustrial

T: 01509 500500
E: sales@sip-group.com

to weld!

Every reasonable effort has been made to present current and accurate information at time of print. However, SIP reserve
the right to change promotion details or product specifications without notice. Photographs are for illustration purposes only.
E&OE. Contents & images are copyright © SIP Ltd. & cannot be reproduced without express written permission.

5.0mm

Sip

SIPINDUSTRIAL

PART NO: 00013

Job No: MF01794-01/20





